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TO:  Patrick Nejand, Project Manager 
  Ken Mass, Project Manager 
  United States Army Corps of Engineers (USACE)  
 
FROM:  Shannon Lloyd, Project Manager  
  Los Alamos Technical Associates, Inc. (LATA) 
 
SUBJECT: August 2014 Inspection Report for the former Cornell Dubilier Electronics (CDE) Superfund 

Site, South Plainfield, New Jersey 
 

LATA Project # 11266 
Contract # W912DQ-09-D-3003,  
Task Order # 0011 

 
DATE:  September 12, 2014 

 
CURRENT ACTIVITIES 
 
LATA’s technician visited the Cornell Dubilier Electronics (CDE) Superfund Site for the regularly scheduled 
inspection visit on August 21, 2014 to perform the routine inspection of the facilities.   
 
LATA met with USEPA August 21, 2014 to perform the monthly inspection and housekeeping activities.  Work 
performed during the visit included; pulled woody vegetation from around and within the drainage basins, picked up 
trash from the fence line, inspected the catch basin and drainage basin system, inspected the perimeter fence, gates, etc., 
and performed a walking inspection of the asphalt cap areas.  Copies of the inspection forms and site photos are 
attached to this report. 
 
A total of one bag of trash (paper, plastic bottles, etc.) was picked up from around the fence line in various areas.   The 
trash was disposed of in the local technicians office dumpster.  
 
MANPOWER REPORTING 
 

Date LATA Labor Other Labor 
July 25, 2014 4 hrs. .75 (USACE) 

 
OUTSTANDING ISSUES/RESOLUTIONS 
 
LATA submitted the DRAFT Accident Prevention Plan for review by USACE on July 3, 2014. 
 
Surficial cracks were noted in the asphalt cap.  These surface cracks appear to be limited to the pavement seams.   
LATA will discuss sealing these with an asphalt contractor and schedule as needed repairs.  The areas will be 
monitored for further damage until the assessment or repair is made. 
 
 
PLANS FOR NEXT MONTH  
 
Plans for the September 2014 visit includes inspection and general housekeeping activities and downloading the 
drainage basin level datalogger. 
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Site Inspection Forms 
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8-21-2014 Cornell-Dubilier Electronics 

Site Inspection photos 
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Fence drive by inspection photos 
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Fallen branch (before / after) 
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Detention basin, < 1” of water 
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Cold patch swept back into MW area (before / after) 
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Weeds sprayed with Round Up 
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Additional site photos (below) 
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